





Time Chart of transiente Signals

Triax Measurement Head

Display while testing an Isolator

Approval for the active vibration
isolation

If you prefer to have an
engineering contractor making
the measurements and write a
detailed report, please feel
free to contact.

Safely stored: Sensors, Cables &
Power Supply

Explorer Software Solution

The Explorer software is a
vibration analysis tool which
displays and stores measure-
ment data from the Explorer
amplifier unit. The software
contains the subroutines TIME
CHART, SPECTRUM and SOUND
PRESSURE LEVEL (SPL).

The TIME CHART subroutine
displays the measured vibra-
tion in a continuous opera-
tion. The time base for the
display can be set between 1
and 60 seconds. The SPECTRUM
subroutine is a FFT analy-
sis tool which transforms the
measured data from the time
domain into the frequency
domain. The resulting spec-

2 Channel frequency spectra

trum indicates the vibra-
tion amplitude with respect
to the requency. The Sound
PRESSURE LEVEL subroutine
monitores the signal provided
by a sound pressure meter.
The captured sound pressure
level is displayed in dB.

All subroutines enable a data
storage in kind of ASCII data
files.




Europe:

Accurion GmbH
Stresemannstrasse 30
37079 Goettingen, Germany
Phone: +49[0]551.99960.0
Fax: +49[0]551.99960.10
E-Mail: infoeaccurion.com
Web: www.accurion.com

USA:

Accurion

341 Cobalt Way, Suite 201
Sunnyvale, CA 94085
Phone: +1[0]408.245.8100
Fax: +1[0]408.245.8102
E-Mail: infoeaccurion.com
Web: www.accurion.com

India:

Service & Support Hub Asia:
Accurion Asia/Photonics India
Mr. Narayana Sharma

Flat 307, S.S Residency

29t Main, 2" C Cross

BTM Layout, 1 Stage, 1 Phase
Bangalore 560 068, India
Mobile: +91.98450.04273
Phone: +91[0]80.2668.9178



